


TSF2

Fast. Clean. Accurate. Whether turning your drill into a power shear with the (TSF2) or using air to power the pneumatic 	
(TSF2A) you’ll quickly prep surfaces for tile or flooring. With minimal dust and maximum power, you’ll make fast, straight 	
cuts and quick corners and circles in fiber cement backerboard and you’ll do it all with easy one-hand operation.

TurboShears for Fiber Cement Backerboard

Catalog 		  Net Wt. 
Number	 Description	 lbs (Kg)

TSF2	 TurboShear Fiber Cement Backerboard	 3.03 (1.67)

TSF2CEV	 TurboShear Fiber Cement Backerboard with Impact Resistant Case	 3.03 (1.67)

TSF2A	 TurboShear Pneumatic Fiber Cement Backerboard	 4.06 (1.84)

TSF2RB	 Replacement Blades for original TSF2 / TSF2A	 —

TSF2RBN	 Replacement Blades for TSF2 shown above	 —

TSDC	 TurboShear Drill Clamp	 —

TSCG	 TurboShear Replacement Chuck Guard for TSF2	 —

The high-speed pneumatic 
model TSF2A also makes  
clean cuts in Durock®!

•  Lightweight Shear head for easy one-hand control.
•  Long lasting blades make fast, clean trim cuts and mild arcs in fiber cement  
    backerboard anywhere on the job.
•  Minimum 14.4 volt 3/8” (9.53 mm) Cordless or Corded Drill required.
•  Available with impact resistant case as No. TSF2CEV.
•  Drill not included.

New Streamlined Design!

Easily cut 1/2” (13 mm)  
backer board & 5/16” (8 mm)  
Siding Plank with minimal dust!  

1. Long-life, dual ball bearings 2. Non-slip flats on drive shaft.Easy Attachment!

Min. 14.4V
recommended

Telescoping Drill Clamp
adjusts to fit corded or cordless drills, 
including compact Lithium-ion models.

TSDC

•  Long lasting blades make fast, clean trim cuts and mild arcs  
    in fiber cement backerboard anywhere on the job.
•  Lightweight Shear head for easy one-hand control.  
•  Attaches to your existing Air Supply
•  Min. 2600 RPM—4CFM, 133 L/Min. 90 PS1, 6.2 Bar

2600  
RPM
2600  
TR/Min

4 CFM, 133 L/Min
90 PSI, 6.2 Bar

TSF2A

The 2600 RPM motor unit gives you all the added power 
and speed you need for volume cutting at the job-site.



Word Key:
HSS - High Speed Steel
CT - Carbide Tipped

Quick Action Carbide Tipped Hole Saws

Quick Connect Arbor
Catalog 	 Thread	 Hex Opening	 Use for Carbide Tipped 
Number	 Size	 in. (mm)	 Hole saws
HA1	 5/8—18	 13/32 (10)	 1-3/8—6-5/16 (35-160)

Quick Change Pilot Drills
Catalog 		  Hex Shank	 Overall Length	 Drill Chuck	 Use with 
Number	 Drill	 in. (mm)	 in. (mm)	 in. (mm)	 Arbor

HH1	 HSS	 13/32 (10)	 7-5/16 (186)	 1/2 (13)	 HA1
HH2	 CT	 13/32 (10)	 7-3/8 (188)	 1/2 (13)	 HA1

Quick Release Set-Arbor with Pilot Drill
Catalog 		  Hex Shank	 Overall Length	 Drill Chuck	 Use with Carbide Tipped 
Number	 Drill	 in. (mm)	 in. (mm)	 in. (mm)	 Hole Saws

HHA1	 HSS	 13/32 (10)	 7-5/16 (186)	 1/2 (13)	 1-3/8—6-5/16 (35-160)
HHA2	 CT	 13/32 (10)	 7-3/8 (188)	 1/2 (13)	 1-3/8—6-5/16 (35-160)

Quick Action
Carbide Tipped Hole Saws

1 2
3

Pilot Drill projects 1" (25 mm) past saw 
teeth for easy cutting in uneven surfaces.

Eject Saw Plugs with ease.

Cleanly cut holes in walls clad  
with FIBER CEMENT SIDING.

Generous 2-1/4" (57 mm)  
Saw Depth is also versatile 
for cutting through a variety of 
building material cross sections.

Speed through:

Available in 16 sizes to get any number of jobs done fast!

•	 Fiber-Cement
•	 Wood

•	 Wall Tile
•	 Fiberglass

•	 Plastic 
•	 And more!

Fiber Cement Circular Saw Blades
with PCD Faced Carbide Tips

•	 Speed through of Fiber Cement Siding 
accurately without blade warpage.

Specialized Circular Saw Blades with PCD (PolyCrystalline Diamond) 	
faced carbide tips ensure long service life. A lower number of teeth 	
and deeper gullets produce cleaner, more precise cuts.

Quickly attach any one of 19 different  
Malco hole saws in 3 easy steps!

1	 Quick Change Pilot Drills with a tight, gripping hex shank are 
available in both HIGH SPEED STEEL and CARBIDE TIPPED.

2	 Unique Quick Connect Arbor easily attaches both pilot drill and 
hole saw quickly and securely.

3	 Hole Saws work fast with the power of aggressive cutting 
CARBIDE TIPPED TEETH featuring self cleaning deep gullets. 
Available in 19 sizes!

FCCB1EV
20 mm 
Arbor

FCCB7 FCCB10 FCCB12

Catalog 	 Diameter		  Arbor 
Number	 in. (mm)	 Teeth	 in. (mm) 	 RPM

FCCB7	 7-1/4 (184)	 4	 5/8 (15.9)	 8300
FCCB10	 10 (254)	 6	 5/8 (15.9)	 5870
FCCB12	 12 (305)	 8	 1 (25.4)	 5000
FCCB1EV	 7-1/4 (184)	 4	 20 mm	 8300

Catalog 	 Hole Diameter	 Cutting Depth	 Thread 
Number	 in. (mm)	 in. (mm)	 Size
HF1	 1-3/8 (35)	 2-1/4 (57)	 5/8—18
HF2	 1-7/8 (48)	 2-1/4 (57)	 5/8—18
HF3	 2 (51)	 2-1/4 (57)	 5/8—18
HF4	 2-3/8 (60)	 2-1/4 (57)	 5/8—18
HF5	 2-1/2 (64)	 2-1/4 (57)	 5/8—18
HF6	 2-3/4 (70)	 2-1/4 (57)	 5/8—18
HF7	 3 (76)	 2-1/4 (57)	 5/8—18
HF8	 3-1/2 (89)	 2-1/4 (57)	 5/8—18
HF9	 4 (102)	 2-1/4 (57)	 5/8—18
HF10	 4-1/8 (105)	 2-1/4 (57)	 5/8—18
HF11	 4-1/2 (114)	 2-1/4 (57)	 5/8—18
HF12	 5 (127)	 2-1/4 (57)	 5/8—18
HF13	 5-1/4 (133)	 2-1/4 (57)	 5/8—18
HF14	 5-1/2 (140)	 2-1/4 (57)	 5/8—18
HF15	 6 (152)	 2-1/4 (57)	 5/8—18
HF16	 6-5/16 (160)	 2-1/4 (57)	 5/8—18
HF17	 2-9/16 (65)	 2-1/4 (57)	 5/8—18
HF18	 3-5/8 (92)	 2-1/4 (57)	 5/8—18
HF19	 4-5/8 (117)	 2-1/4 (57)	 5/8—18

WARNING: Fiber cement contains crystalline silica.
Respirable silica contained in cutting dust is known  
to cause cancer.



PEX Tubing Uncoiler
Fast set-up, easy loading and dispensing. Use for hydronic 	
in-floor radiant heating layout and for running potable tubing. 
Accommodates all types of PEX tubing: 
•	 1000 ft. (305 m) of 3/8" to 1/2" (9.5 to 12.7 mm) • 500 ft. (152 m) of 5/8" to 1" (15.9 to 25.4 mm)

•	 Open case serves as the unit's base
•	 No tools are required to assemble
•	 Optional wheel and handle kit available

UC1

Carrying weight is only  
50 lbs. (23kg)

Catalog 		  Net Wt. 
Number	 Description	 lbs (Kg)

UC1	 PEX Tubing Uncoiler in Case	 50 (22.7)

UWK	 Uncoiler Wheel and Handle Kit (optional)	 —

Catalog 		  Stapler Size 
Number	 Description	 in. (mm)

FBSN	 Foamboard Stapler	 37 x 11-1/4 x 2-1/2 (940 x 286 x 64)

PWS1	 Pex to Wood Stapler	 37 x 11-1/4 x 2-1/2 (940 x 286 x 64)

PWSK1	 Conversion Kit	 —

Catalog 		  Staple Size 
Number	 Description	 in. (mm)

FBSN1	 1" (25.4 mm) Foamboard Staple	 1-1/2 (38.1)

FBSN2	 2" (50.8 mm) Foamboard Staple	 2-1/2 (63.5)

PWS2	 Pex to Wood Staples	 1.125 (28.6)

• Easy-loading magazine with 25 clip capacity 
• Use on all wire applications and all brands of PEX tubing
• 25 Clips of 12-gauge (2.5 mm) will not jam or damage PEX

PEX to Wire Tool & Clips Catalog 		  Clip 	 Length	 Net Wt. 
Number	 Description	 Usage	 in. (mm)	 oz. (g)

PT1	 PEX to Wire Tool	 PC1EV	 10-3/8 (264)	 28 (794)
The lowest cost per connection for laying out a  
PEX in-floor radiant heating system on a wire grid!

Catalog 	 Steel	 For 	 Crown	 Opening	 Thickness	 Pkg. 
Number	 Type	 Tools	 in. (mm)	 in. (mm)	 ga. (mm)	 Qty.

PC1EV	 Galvanized	 PT1/EV	 1-7/8 (48)	 15/16 (25)	 12 (2.5)	 500PT1

New!

No. FBSN Foamboard Stapler is for in-floor 
radiant heating installations. Magazine load-
ing-strips of 25 staples are joined together 
with a discreet plastic weld that allows staples 
to separate cleanly as they are engaged by the 
fastening mechanism.

No. FBSN1 & No. FBSN2 DUAL-BARBED staples secure 
3/8” (9.5 mm), 1/2” (12.7 mm), 5/8” (15.9 mm) PEX to 	
1” (25.4 mm) or 2” (50.8 mm) foamboard insulation.

No. PWS2 1-1/8” (28.6 mm) Staples to secure 3/8”, 	
1/2” or 5/8” (9.5, 12.7 or 15.9 mm) PEX layouts to a  	
3/4” (19.1 mm) wooden sub-floor.  

Both Staplers feature a lightweight, one-piece polymer slide that cleanly delivers staples for 	
non-stop action. A leaf spring controlled stop automatically adjusts to setup staple and guide it 	

through the fastening mechanism without risk of jamming or deforming staples. 

No. PWS1 Foamboard and Pex to 
Wood Stapler features Fast, Easy, 
One Handed, One Stroke Stapling 
Power in Wood or Foamboard. 	
	Secures a layout of PEX to a wooden 
sub-floor, or foamboard base, faster 
than any other layout method.

No. PWSK1 Conversion Kit modifies your 
Malco No. FBS or FBSN Foamboard Stapler 

to also secure PEX to a wooden sub-floor. 

In-Floor Radiant Heating Staplers & Staples

Exclusive Staple Designs

FBSN

FBSN1

FBSN2

PWS2

PWS1

PC1EV
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Related Kitchen & Bath Tools from Malco

CT425 
Tape Measure, 1" x 25'

CT430  
Tape Measure, 1" x 30'

L9 
Torpedo Level,  
9" (229 mm)

DB1 
Dead Blow Hammer,  
One-Piece Urethane 

AV3 
Aviation Snip, Straight,  
Left, Right Cut 
 
 
TC400 
Sure Grip Tube Slicer.  
Ideal for use on PEX Tubing.

RB400
TC400 Replacement Blade

CG10
Caulking Gun, Utility

CG18
Caulking Gun, Easy Dispensing

48AR 
Aluminum Straight Rule, 48"

MBLP3 
Phillips Power Bit

4PK 
Utility Knife

9PK
Quick Open Utility Knife

BAK
Break-Away Blade Utility Knife

BAKRB 
BAK Replacement Blade

UBS5 
5 Utility Blades

UBS50 
50 Utility Blades

MC12N 
12" Combo Cut Aluminum Snip 
 
 
 
MC14N 
14” Combo Cut Aluminum Snip 
 
 
 
TB1 
18 Pocket Soft-sided Tool Bag,  
L-17" (43 cm) x W-8" (20 cm)  
x H-8" (20cm)
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